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German Steel Engineering
~ Single Flute Up Cut

| Features

- Single-blade cutter. I
- Easy cutting experience.

- Size: 2mm~10mm

- Recommended Application : Plastic & Acrylic, PVC, Plywood, Wood Board..

- Please do not use for ACM & Aluminium Cutting.

- Material: Solid carbide.

| Recommended Application

Plastic PVC Plywood Wood board

& Acrylic
| Specification I
GSKYL_ Standard Type “Unit - mm

Iltem Code ltem Model Shank(D) Cutting Dia(d) Height(h) Length(L)

GS 1211 3.175212, SBUP ACMDF  3.175(1/8 Inch) 2 12 38

GS 1331 3175317, SBUP ACMDF  3.175(1/8 Inch) 3 17 38

GS 1443 3317522, SBUP ACMDF 3 3.175(1/8 inch) 22 45

GS 1513 4412, SB UP AC MDF 4 4 12 45

GS 1543 4422, SB UP AC MDF 4 4 22 45

GS 1577 4432, SB UP AC MDF 4 4 32 60

GS 1645 4.76 4.76 22, SB UP AC MDF  4.76 476 22 50

GS 1733 6617, SB UP AC MDF 6 6 17 45

GS 1743 66 22, SB UP AC MDF 6 6 22 45

GS 1777 6632, SB UP AC MDF 6 6 32 60

GS 1977 1010 32, SB UP AC MDF 10 10 32 60

*SB = Single blade cutter, UP = Up cut, Ac = Acrylic, MDF

For more information please contact

Tel : 07 3219 6711
E-mail : service@sa-led.com www.SA-LED.com e



German Steel Engineering

Single Flute Up Cut

GSKYL_ Taper Type

Iltem Code Iltem Model Shank(D)  Diameter(d)
GS17BB 628, SB UP AC MDF 50 2
GS17BC 6210, SB UP AC MDF 50 2
GS17CC 6310, SB UP AC MDF 50 3
GS17CD 63 12, SB UP AC MDF 50 B
GS17DC 6410, SB UP AC MDF 50 4
GS17DE 64 16, SB UP AC MDF 50 4
GS17DF 6 4 20, SB UP AC MDF 50 4
GS17EF 6520, SB UP AC MDF 50 5)

I Physical Charactericstics

Profile Drawings
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For more information please contact
Tel : 07 3219 6711
E-mail : service@sa-led.com www.SA-LED.com
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