
Temperature Ranges

Operating temperature
Storage temperature

-20~60o

-20~70o

Warranty
Warranty 5 Years 

SA 19A

8mm
CR0809

CR1213
12mm

Milky 6107 78291
SA 19B Red 620-625 828
SA 19C Yellow 587-589.5 414
SA 19D Green 520-525 728
SA 19E Blue 465-470 28
SA 19F Deep Pink 1600-1700 1770.83
SA 19G Orange 600-605 1138
SA 1EA Milky 6107 72270
SA 1EB Red 620-625 520
SA 1EC Yellow 587-589.5 828
SA 1ED Green 520-525 39
SA 1EE Blue 465-470 518
SA 1EF Deep Pink 1600-1700 1770.83
SA 1EG
SA 1EV 

Orange 600-605 13
Purple 380-420 --

· Excellent shading and light transmission.
· Silicone modular LED Neon Flex Cover Only
· Attractive design, multiple colors optional.
· Cuttable and customizable.
· 5 years Warranty.

Features

Specification

LED NEON FLEX

Modular LED Neon Flex  

www.SA-LED.com

For more information please contact
Tel :  07 3219 6711
E-mail : service@sa-led.com

DIMMABLE5

Item CodeSize Colour Luminous Flux(lm)CCT/Wavelength Efficacy(lm/W)

View Angle

CRI(Ra)

130o

80+

Technical Characteristics



LED NEON FLEX
Silicone Neon Cover

Profile Drawings
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Carving Rotary Router bit
8mm / 12mm

SA Mini zigzag 120 12V Series Half Round Chisel
ITEMCODE : SA 1111

Corner Chisel
ITEMCODE : SA 1111

Accessories

www.SA-LED.com

For more information please contact
Tel :  07 3219 6711
E-mail : service@sa-led.com

Dimensions(W*H*M)
Weight

8*9*5M  / 12*13*5M
348g   /  780g

Physical Charactericstics


